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The Director of the United States
Patent and Trademark Office

Has received an application for a patent for a
new and useful invention. The title and descrip-
tion of the invention are enclosed. The require-
ments of law have been complied with, and it
has been determined that a patent on the in-
vention shall be granted under the law.

Therefore, this
United States Patent

Grants to the person(s) having title to this patent
the right to exclude others from making, using,
offering for sale, or selling the invention
throughout the United States of America or im-
porting the invention into the United States of
America for the term set forth below, subject
to the payment of maintenance fees as provided
by law.

If this application was filed prior to June 8,
1995, the term of this patent is the longer of
seventeen years from the date of grant of this
patent or twenty years from the earliest effec-
tive U.S. filing date of the application, subject
to any statutory extension.

If this application was filed on or after June 8,
1995, the term of this patent is twenty years from
the U.S. filing date, subject to any statutory ex-
tension. If the application contains a specific
reference to an earlier filed application or ap-
plications under 35 US.C. 120, 121 or 365(c),
the term of the patent is twenty years from the
date on which the earliest application was filed,
subject to any statutory extensions.
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ARTICLE INFO ABSTRACT

Article history: This paper investigates the behaviour of load-bearing precast wall system (namely the HC
Rece!ved 20 February 2016 Precast System — HCPS) subject to seismicity in Malaysia. Recent tremors felt across the
Received in revised form 5 April 2016 country heeded the call for the need of seismic design guidelines to be implemented. For

Accepted 1 May 2016

Available online 3 May 2016 this study, the design ground acceleration for Malaysia has not been finalized. Throughout

the years, several schools of thought that occurred among different researchers pertaining
to the value of design ground acceleration, ranging from 0.05 g to 0.1 g. The implications
fg{vws‘;r.‘;"“c“ of the selected values can be great especially in designing new buildings or retrofitting

4 existing ones. Thus, linear analysis using Modal Response Spectrum Analysis (MRSA) and

Precast wall % B 2 : =
Modal response spectrum analysis nonlinear pushover analysis of representative HCPS were performed for this study. The
Pushover finite element (FE) model focused particularly on the nonlinear behaviour of the interface

Load-bearing wall between a precast wall and cast in-situ column. Prior to the modal and pushover analy-
ses, the FE model was validated against quasi-static cyclic test results of identical precast
system obtained from literature. Differences between the MRSA and pushover approaches
are presented and discussed. Performance levels of the structural system were subjected
to three levels of design ground acceleration (0.05, 0.075 and 0.1 g) have been included.
© 2016 The Authors. Published by Elsevier Ltd. This is an open access article under the CC

BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/4.0/).

1. Introduction

The government of Malaysia has been strongly encouraging the use of Industrialized Building System (IBS) in the construc-
tion industry especially for large projects. The precast concrete method and structural steel are the two major components
of IBS. However, the level of acceptance of local contractors in using precast concrete construction is very low [15]. This calls
for local precast suppliers to take the initiative to develop their own product lines in order to respond to the call from the
authorities. Among them are the HC Precast System (HCPS), which consists of structural wall panels prefabricated off-site.
The wall panels are joined at site through wet concreting along the vertical joints (Fig. 1). Instead of using conventional tim-
ber formwork for site concreting, the modular mould [15] was invented by the system supplier to improve the reusability
as well as to speed up the construction process.

Fig. 2 shows the force transfer mechanism along the vertical interface between the wall panel and the column. While
vertical force (i.e. design load of the structure) is mainly resisted by the shear keys, resistance against lateral force depends

* Corresponding author at: School of Civil and Environmental Engineering, Nanyang Technological University, Singapore.
E-mail address: patricktiong@ntu.edu.sg (P.L.Y. Tiong).

http://dx.doi.org/10.1016/j.cs5€.2016.05.001
2214-3998/© 2016 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND license (http://creativecommons.org/
licenses/by-nc-nd/4.0/).
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Table 1
Three different configurations of HCPS with different imposed vertical loads.
HCPS-VL1 HCPS-VL2 HCPS-VL3
Wall type Exterior Interior Interior
Slab length 3.5m 8.0m 8.0m
Nos. of story 2 2 2z
Live load 1.5kN/m? 1.5 kN/m? 4.0 kN/m?
Total weight 265kN 995 kN 1475 kN
1 30 ) 150
1 3040
300 .
!
e L BRC A7 mesh

(200mm c/c) d

2R8-100 c/c |

Dowel bor (R10-3001 c/c)

L | | f

4

8

wavawavew vl S
)
3

|

1 C J
so00 ; X 3
Longitudinal | )
bar {T16) 5
I 0
i (225
Shear fink ;‘
500 (2RE-100 c/c} C
gl
! 150
T12-200 /e D
C
LN 3% 1
| 3900 | | 3040

Fig. 5. Structural configurations of HCPS.

Three types of vertical loading were considered in the seismic analyses. The dead load (DL) was taken from the self-
weight of the structural elements themselves while live load (LL) was obtained from BS 6399-1 [5]. Although the building
codes have been replaced by Eurocode, British Standards are still widely used in the country during the current transition
period. Loading from non-structural element was excluded in the model since it was not included in the quasi-static cyclic
test in the first place [ 11]. HCPS-VL1 consisted of possible minimum loading that could be imposed on the structure while
HCPS-VL3 comprised the probable maximum loading. The intermediate vertical loading, which represented typical weight
carried by many shop house structural layouts, was denoted by HCPS-VL2. The maximum intensity of distributed load for
LL was taken as 4.0 kN/m? due to the wide range of possibility of commercial shop lot usage while the minimum one was
1.5 kN/m?2. External wall refers to the perimeter wall (Fig. 4(a)) while the interior wall refers to the middle wall in Fig. 4(b).
The three types of HCPS loading are listed in Table 1. Details of reinforcement and structural configuration of HCPS are
shown in Fig. 5.Concrete grade C30 was used for all concrete elements. The structure was designed according to BS 8110-1
[6] without earthquake loading. However, the notional load due to geometry imperfection was considered in the design by
taking into consideration lateral load of 1.5% storey mass.

In a finite element (FE) analysis, the column was modeled as a frame element with possible plastic hinges at critical
regions as stated in FEMA 356 [ 10]. Meanwhile, the wall panels were represented by nonlinear shell elements. The most
significant part of the modeling was the interface between wall and column. The shear keys have been represented by
a series of rotational springs fully restrained in all six degree-of-freedoms. Dowel bars were modeled as nonlinear link
elements taking into consideration strength degradation due to pullout. The ultimate anchorage resistance (V}) of dowel
bars was estimated using Eq. (1) [6]. Considering that the castellated joint was unreinforced, ultimate allowable shear stress
of 1.3 MPa as recommended in BS8110-1 was used to determine the shear key resistance. Detail FE model of the entire
interface was complex and is presented briefly when dealing with pushover analysis in this paper. For further reading, refer
to [16]. However, validation of the proposed FEM against the hysteresis loops from laboratory test data [11] is shown in
Fig. 6. The proposed FE model shows good agreement with the hysteresis loops obtained from the quasi-static cyclic test.
It should be noted that the nonlinear behaviour is only activated in the pushover analysis. In the linear analysis, the FE
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Fig. 6. Hysteresis loops of HCPS from experimental and numerical modeling.

Table 2
Recommended seismic analysis of structure in EC8.
Linear Nonlinear
Static Equivalent static analysis Pushover analysis
Dynamic Modal response spectrum analysis Time history analysis

Table 3

Mode shape, periodT, and modal participation factorMy of HCPS-VL1, HCPS-VL2 and HCPS-VL3.
Mode (n) HCPS-VL1 HCPS-VL2 HCPS-VL3

T, (s) My T (s) Mya T, (s) Myn

1 0.069 0.890 0.109 0.920 0.162 0.920
2 0.028 0.110 0.038 0.079 0.053 0.000
3 0.026 0.000 0.037 0.000 0.050 0.067
4 0.016 0.000 0.021 0.001 0.026 0.004
5 0012 0.000 0017 0.000 0.025 0.000
6 0.009 0.000 0.013 0.000 0.017 0.000
7 0.008 0.000 0.012 0.001 0.016 0.002
8 0.006 0.000 0.010 0.000 0.013 0.000
9 0.006 0.000 0.009 0.000 0.012 0.000
10 0.005 0.000 0.008 0.000 0.011 0.000
> sum 1.000 1.000 0.993

analysis urilized only the initial (linear) stiffness of each element. Initial stiffness of the dowel bar was estimated based on
the deformation data in [4].

Vp = 0.6F, tanay (1)

Where F, = anchorage values of reinforcement. and ¢y = internal friction coefficient

3. Linear analysis

In most seismic analyses using the EC8 approach, a simplified method using linear analysis are permitted to analyze
structure that fulfills certain geometry requirements. There are four main different seismic analysis methods recommended
in the ECB as listed in Table 2.

Unlike the American codes [2] in which preferences are given to the equivalent static analysis or sometimes termed
as lateral startic analysis, EC8 regards the modal response spectrum method as the source of method. The modal response
spectrum method can be used for analysis of buildings without limitation meanwhile the lateral static method requires
certain corrections due to the contribution of effective modal mass for structures of different heights, estimation of structural
fundamental periodT,, etc. Therefore, this study adopted the modal response spectrum method in carrying out the linear
analysis instead of the common equivalent static procedure. Before performing the modal response spectrum analysis, a
modal analysis was carried out to determine the number of mode shape to be included. The modal analysis results of HCPS
are shown in Table 3.

The first two mode shapes for HCPS-VL1, VL2, and VL3 are illustrated in Fig. 7. It was noted that as the vertical load
imposed on HCPS increased, while the relative story displacement of the structure for both first and second mode decreased.
The level of decrease of the second mode was drastic compared to the first mode.
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Fig. 7. First two mode shapes of HCPS from modal analysis.

The numbers of mode shape to be included in the combination of modal responses were taken to be ten (10). Based on
the EC8 criterion, the numbers of N mode need to be considered to ensure that the effective modal mass (My ). participation
accumulated to more than 90% of the total mass of the structure along the direction of interested seismic actions.

Using modal parameters mentioned in previous paragraphs, t Modal Response Spectrum Analyses (MRSA) were per-
formed for the three HCPS configurations using the Type 1 horizontal response spectrum of the Eurocode 8. Design ground
aation (ag). of 0.05g, 0.075g and 0.1 g were assigned to the linear horizontal acceleration spectrum (S, ). of five different
soil conditions (ranging from hard rock S, to soft soil Sg) in the response spectrum analysis. It is worthwhile to mention that
behaviour factor of 1 is used in both the linear MRSA and nonlinear pushover instead of the EC8 proposed value of 1.5. The
rationale behind this is to avoid cracks along the wall-column interface which is difficult to repair. The horizontal elastic
response spectra (Sg). for design ground acceleration ag = 0.1 g of Peninsular Malaysia are shown in Fig. 8.

Results of peak values of seismic action effect determined from the MRSA have been divided into three groups as follows:

(a) Global effect: base shears,
(b) Local effect: member internal forces, and
(c) Intermediate effect: interstorey drifts.
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Fig. 9. Base shear of HCPS-VL1 for different design ground accelerations and soil classification from MRSA.

Table 4

Dowel reaction of HCPS-VL1 within pullout capacity.
ag(g) Soil Type Dowel Element

Force Ratio Status

0.05 SA 0.723 “N.D.P.
0.05 5B 0.867 N.D.P.
0.05 s5C 0.750 N.D.P.
0.05 sD 0.881 N.D.P.

@ N.D.P.=no dowel pullout.

The base shear values obtained for HCPS-VL1 ranged from 15 to 50kN as shown in Fig. 9 for ground excitations from
0.05g, 0.075¢ to 0.1g in all five soil classifications. These base shear values were all within the linear response of HCPS
since the expected yield point of HCPS was 95 kN (from the quasi-static cyclic test data). From the graphs plotted in Fig. 9,
the distribution pattern of base shear for HCPS-VL1 increased from soil type A to E, when the design ground acceleration
increased. However, under the same peak ground acceleration (PGA) group, the values of lateral base shear between soil
type A and C were close to each other. The same pattern was noted between soil type B and D. The base shear excited at site
containing soil type E marked the highest value within the same level of each PGA group. This was attributed by the fact
that although the peak and shape of the design spectra differed among soil types, similarity occurred within the short period
region between the mentioned soil category. Since the MRSA employed a combination of peak responses of each vibration
mode, obtaining approximate base shear values between different soil types was possible, as HCPS-VL1 happened to be in
the short period region (<Tg) due to low mass-to-stiffness ratio.

Meanwhile, the internal forces within column members and internal stresses of wall panels were all within the force
ratio of 1.0. The force ratio is calculated the ratio between internal force demand (effect) over design capacity (resistance) of
the structural element. In other words, no plastic hinge formation occurred at the column members or crushing of concrete
walls. Nevertheless, the response of dowel forces was interesting. The dowel action was within its maximum pullout capacity
of 13 kN under the four seismic loading cases as listed in Table 4. In other words, any MRSA greater than 0.05g would yield
internal dowel force that require either enlargement of rebar diameter or lengthier anchorage in order to keep the connection
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Fig. 10. Roof displacement of HCPS-VL1 obtained from MRSA.

Table 5

Force ratio of column, wall, and dowel bar for HCPS-VL3 obtained from MRSA.
ag(g) Soil Type Column Element Wall Element Dowel Element

Force Ratio Status Stress Ratio Status Force Ratio Status

0.05 SA <1 Linear 0.003 4111 bp.p,
0.05 SB <1 Linear 0.004 4934 D.P.
0.05 sC <1 Linear 0.003 4211 D.P.
0.05 SD <1 Linear 0.004 4.943 D.P.
0.05 SE <1 Linear 0.004 5.756 D.P.
0.075 SA <1 Linear 0.004 6.167 D.P.
0.075 SB <1 Linear 0.005 7.400 D.p.
0.075 SC <1 Linear 0.004 6.317 D.P.
0.075 sD <1 Linear 0.005 7.415 D.p.
0.075 SE <1 Linear 0.006 8.634 D.P.
0.1 SA <1 Linear 0.006 8.223 D.P.
0.1 SB <1 Linear 0.007 9.867 D.P.
0.1 sC <1 Linear 0.006 8.422 D.P.
0.1 5D <1 Linear 0.007 9.887 D.P.
0.1 SE 1 Overstressed 0.008 11.512 D.P.

4N.C.CW.=no crushing of concrete wall, "D.P, = dowel pullout.

intact or rigid. The minimum internal force-over-pullout capacity ratio ranged from 1.1 for a; =0.05g to 2.1 obtained from
ag =:0.1g, indicating that pullout of dowel bars would occur at the wall-to-column interface.

The results of linear roof displacement are shown in Fig. 10. While these results are deemed valid only for soil condition
class A to D (shaded in grey in the figure) under 0.05g design ground acceleration, the rest of the displacement require
nonlinear analysis since the dowel bars were expected to yield into its local nonlinear force-deformation region due to
pullout. Since MRSA is always in linear mode, the distribution pattern of peak structural displacements of HCPS at roof level
corresponded to the amount of base shear resisted by the structure. In the linear response range according to MRSA analyses,
the peak displacements of HCPS at roof level ranged between 0.13 mm, which corresponded to 0.003% drift to 0.35 mm or
0.07% drift.

In HCPS-VL2 configuration, the internal force demand in column and wall element was within linear limit but similar to
HCPS-VL3 (Table 5) in terms of dowel bar reaction, all analyses revealed large force ratio. The largest force-over-capacity
ratio obtained was 11.5 in HCPS-VL3 under design ground acceleration 0.1g for soil type E.

4. Pushover analysis

A pushover analysis for HCPS-VL1, HCPS-VL2, and HCPS-VL3 was carried out using Single Point Loading (SPL) configura-
tion because it produced the most conservative capacity curve compared to the other Uniform Distributed Loading (UDL),
Modal Distributed Loading (MDL) and Triangular Distributed Loading (TDL) configurations [ 16]. Location of the applied lat-
eral load in the SPL pushover analysis (represented by actuator in the laboratory test setup by [11] is shown in Fig. 11. The
nonlinear pushover analysis revealed that all three HCPS configurations performed within Immediate Occupancy (10) struc-
tural performance level (5-1) according to [10] in all demand spectra given. The pre-standard, FEMA 356 [10] has classified
four discrete structural performance levels for building exposed to seismic force. Immediate Occupancy (10) means that the
building is safe to be occupied after the earthquake in which no structural stiffness and strength degradation have occurred.
However, although the structural response in particular HCPS-VL3 remained within its elastic domain under 0.05 g design
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Table 6

Force ratio of column, wall and dowel bar for HCPS-VL3 obtained from pushover analysis.
ag(8) Soil Type Column Element Wall Element Dowel Element

Force Ratio Status Stress Ratio Status Force Ratio Status

0.05 SA <1 Linear 0.074 0210 PN.D.P.
0.05 SB <1 Linear 0.074 0210 N.D.P.
0.05 sC <1 Linear 0.074 0210 N.D.P.
0.05 sD <1 Linear 0.074 0.210 N.D.P.
0.05 SE <1 Linear 0.074 0.196 N.D.P.
0.075 SA <1 Linear 0.074 0.196 N.D.P.
0.075 SB <1 Linear 0.152 0.748 “N.D.P.
0.075 sC <1 Linear 0.152 0.748 “N.D.P.
0.075 sD <1 Linear 0.152 0.748 “N.DuP.
0.075 SE 1 Overstressed 0.152 0.748 “N.DLPL
0.1 SA 1 Overstressed 0.122 0.208 N.D.P.
0.1 SB <1 Linear 0.153 0.968 “N.D.P.
0.1 sC <1 Linear 0.152 0.748 N.D.P.
0.1 sSD <1 Linear 0.153 0.968 “N.D.P.
0.1 SE 125 Overstressed 0.168 0.968 “N.D.P.

#N.C.C.W. = no crushing of concrete wall, ®"N.D.P. = no dowel pullout.

within the dowel bars in MRSA. The linear MRSA was observed to over-estimate the dowel force demand exerted by the
seismic action onto HCPS. Although the base shear values between the linear MRSA and nonlinear pushover analyses were
relatively in tandem, the roof acceleration responses between the two differed vastly.

The reason is due the difference of wall-to-column interface mainly the dowel stiffness that was used in these two
analyses. This only occurred when the seismic demand had exceeded those linear capacities of HCPS, such as those occurring
in 0.1g for soil type E. In the linear analysis, the model only took into account the initial stiffness of dowel bar due to
the procedure in linear procedure. The degradation of local joint was unable to be included in the analysis regardless of
occurrence of any yielding. Meanwhile, the nonlinear pushover analysis was able to utilize the true force-deformation
relationship established for the dowel action due to pullout, and failure in shear key elements. These local nonlinear effects
caused additional energy dissipation of the HCPS and thus leading to a less stiff structure compared to the linear model. As
a result, the roof acceleration responses became lower than the linear analyses. The same theory applies to the estimation
regarding displacement.

5. Conclusion

MRSA and pushover analysis of the three vertical loading configurations of HCPS under Malaysia earthquake conditions
were performed using response spectrum developed by [1] for the country. The study shows that MRSA overestimated the
dowel reaction in HCPS due to the nature of analysis that combined all internal forces within the link elements in positive
values. This treated all forces in tension acting along the dowel bars. Hence, dowel pullout was observed from MRSA even
at very small design ag (as low as 0.05g in soil classification class E).

The pushover analysis revealed that regardless of the level of design ground acceleration used, HCPS-VL1, HCPS-VL2 and
HCPS-VL3 remained within Immediate Occupancy (10) structural performance level according to [10]. Thus, retrofitting of
completed buildings within the vertical loading used in this study is not required when the EC8 is to be implemented in
Malaysia in the near future. However, further assessment is required if the structural configuration differs vastly from the
one used in this study or when the geometrical aspects do not meet the requirements of EC8. In addition, the out-of-plane
resistance and behaviour of the wall panel may be further investigated.
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