
HC Precast System
( 100 % Malaysia Technology With 6 IPs’ )

GREEN BUILDING

Unique 3 in 1 System : 

- Monolithic Load bearing wall - Modular Wet Joint System (shear keys) - Box system  

Customizable & Flexibility To Suit Architectural Demands

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).
Day 1 of 14



HC Precast System

Green . Environment . Economical . Quality

Unique 3 in 1 System : 

- Monolithic Load bearing wall 

- Modular Wet Joint System (shear keys) 

- Box system  

Comply : 

British Standard (BSI) : 

BS 8110_1:1997 : Page 134. 

Table 6.2 – Minimum period before 

striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or 

sulfate-resisting Portland cement 42.5 to 
BS 4027:1991).



Day 1 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 1 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 2 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 2 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 3 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 3 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 4 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 4 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 5 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 5 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 6 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 6 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 7 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 7 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 8 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 8 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 9 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 9 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 10 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 10 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 11 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 11 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 12 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 12 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 13 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 13 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with Portland cement 42.5 to BS 12:1991 

or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with Portland cement 42.5 to BS 12:1991 

or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with Portland cement 42.5 to BS 12:1991 

or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



Day 14 of 14

“ All support / prop to beam will be dismantle after 14 days ( 09/02/2019 ) as comply to BSI code ” 

BS 8110_1:1997 : Page 134. Table 6.2 – Minimum period before striking formwork (concrete made with 

Portland cement 42.5 to BS 12:1991 or sulfate-resisting Portland cement 42.5 to BS 4027:1991).



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



10-2-2019 :  Day 15 Tidy up Accessories



11-2-2019 :  Day 16 Demobalize to Rasa Factory
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11-2-2019 :  Day 16 Demobalize to Rasa Factory
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11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory

GREEN BUILDING

Unique 3 in 1 System :

- Monolithic Load Bearing Wall

- Modular Wet Joint System (shear keys)

- Box System

Economical . Eco Friendly . Quality . Fast . Feasible . Flexible

Customizable & Flexibility to Suit Architectural Demands





11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory



11-2-2019 :  Day 16 Demobalize to Rasa Factory



THANK YOU


